




















































… effect of orientation

•30’ x 90’ courtyard

•3 floors @ 15’ fl. to fl.

•15’ band of offices/exam rooms

•8’ corridor on one end



… measuring points

Readings taken at nodes of 6’-4” x 11’4” 
grid, excluding nodes in the courtyard



… material properties

Ceilings 85% ref. 

 Floors 30% ref.

Glazing 70% transmittance (clear)Walls 50% 
reflectance 
(something 

white)



… effect of orientation

35.3% LEED-NC 2.1 32.4%

55.9% LEED CANADA-NC 1.0 41.2%



… effect of a fully glazed roof

35.3% LEED-NC 2.1 32.4%

55.9% LEED CANADA-NC 1.0 38.2%



… effect of increased floor-to-floor height at noon

32.4% LEED-NC 2.1 32.4%

38.2% LEED CANADA-NC 1.0 38.2%

? 
18’15’



… effect of increased floor-to-floor height in the early morning

32.4% LEED-NC 2.1 32.4%

41.2% LEED CANADA-NC 1.0 26.5%

18’15’



… effect of a fully glazed end corridor on all floors

35.3% LEED-NC 2.1 55.9%

55.9% LEED CANADA-NC 1.0 64.7%



… effect of orientation of the fully glazed end corridor

55.9% LEED-NC 2.1 32.4%

64.7% LEED CANADA-NC 1.0 27.9%




























